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                          PRODUCT BULLETIN 
 

DRAIN OPENER 31 
Heavy-Duty Drain Opener and Cleaner  
 
General Description 
DRAIN OPENER 31 is a heavy duty drain alkaline opener is specifically designed for use in removing organic 
matters such as food, hair, roots, lint, fats and grease from drains and traps. It dissolves hard water and soap 
deposits found in clogged drains. It is safe and effective for use in sinks, wash stands or floor drains. It will not 
harm plumbing, drain tiles or upset bacterial action in septic tanks.  This powerful compound may be harmful to 
most paints and aluminum. 
 
Application 
For clogged drains: Remove as much water as possible standing above the drain. Pour 1 to 2 pints into drain and 
allow a dwell time of at least 30 minutes. For best results, allow to stand overnight. Badly clogged floor drains 
may require 1 to 2 quarts and need an overnight dwell time. Garbage disposals: Pour 1 pint into drain and let 
stand for 10 minutes then flush with water. For drain maintenance pour 1 to 2 pints down drain and let stand 
overnight once each week. For toilets, depending on flow, add 1 to 2 quarts at the end of the flush cycle.  Allow 
to sit for 10 minutes and flush.  Repeat as needed.  Always add DRAIN OPENER 31 slowly and directly to drain. 
Do not use if other chemicals, especially acids, have been added to drain. 
 
Physical Properties 
Color Clear to light gray liquid  
Odor Mild  
Density 11.7 lbs./gallon 
pH 13.8 
Flash Point Not Flammable 
 
Dilutions 
For opening drains, unclogging toilets, and for cleaning grease traps, DRAIN OPENER 31 should be applied 
undiluted.  
 
Availability 
DRAIN OPENER 31 is available in UN approved One, Five, and 55 gallon containers. 
 
Handling 
Observe warning labels on containers.  Normal precautions for industrial chemicals apply.  Product freezes at 
temperatures below 40oF.  If product freezes, warm  to room temperature (above 70oF) and mix until uniform.  
Avoid contact with product to unprotected skin or eyes.  Read MSDS for proper safety and handling directions.  
Safe on plumbing fixtures and drains made from iron, steel, stainless steel, ceramic, Pyrex, polyethylene, 
polyvinyl-chloride and porcelain. Do not use on linoleum, cabinet tops, floor coverings, wood, paint, aluminum 
and galvanized metal. Caution, corrosive material, contains caustic alkali. Avoid contact with skin or eyes. In 
case of contact with skin flush with water for 15 minutes. In case of contact with eyes flush with water for 15 
minutes and seek medical attention. Do not take internally. 
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